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Pigmented Sealer 
PaintPlus Pigmented Sealer is a waterborne alternative to solvent based 
sealers.  It exhibits high levels of adhesion on difficult-to-coat substrates, 
fast dry times and has very low odour.  Full adhesion on hard surfaces is 
achieved over 7 days.  It has stain and odour blocking advantages. These 
should be evaluated on a test area before proceeding with the project.  
Paint a small area, top coat and check for bleed though.

Typical Areas of Use
Old/Yellowed wallboard/Gib board

Timber weatherboards and timber joinery

Sealing after stripping old wallpaper

Over old wallpaper prior to repainting

Difficult to coat hard surfaces.

Precautions
Not to be used over gum or sap bleed on timber.

Do not blend with any other paint additives or paints.

Colour and gloss
Comes standard as a light grey colour.

Colourants of any type must not be added to alter the standard colour.

Surface Preparation
Surface must be free from dirt, dust, grease, mould and any other 
contaminants that may affect adhesion. Mould should be treated  
with a Moss and Mould Kill and rinsed off.

Contaminated areas should be washed down thoroughly with Sugar Soap  
and rinsed off.

Sand to remove loose and flaking paint, old glossy paints, and other  
surface imperfections - ensuring paint edges are feathered off.

Application schedule
10-14 square meters per litre per coat.

Depending on such factors as film thickness, ambient air temperatures, 
humidity levels and air circulation the general dry times are:

Touch Dry: 20 minutes. Re-Coat Time: 2 hours.

Paint application is not recommended when the surface and/or  
air temperature is less than 10 during painting or up to 2 hours after 
completion of painting.
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Application methods
Good quality paint or cutting in brush

Short nap roller 8mm–10mm

Airless spray minimum 133 bars (2,000lb/sq in)

Tip size 13thou

Clean up and thinning
Clean up all equipment with water immediately after use.

Thinning is not generally recommended as it can be detrimental to the  
paint’s performance. The addition of up to 50mls of water per litre may  
be required in hot weather or when painting absorbent surfaces. Do not  
add other paint additives. All equipment can be cleaned in water aided  
by a small amount of detergent.

Environmental qualities
Manufactured in a net carbon zero facility – ISO 14064-1  

<2gms per litre EC07-18 

Eco Choice Aotearoa certified – EC07-18 Licence number 0703012

Safety
Read label before use and keep out of reach of children.

Ingestion: Rinse mouth until clean, then drink plenty of water. Treat 
symptomatically. In case of accident or if you feel unwell, seek medical 
advice immediately (show the label where possible). Do NOT induce vomiting.

Inhalation: Avoid breathing in sanding dust/particles. Wear a properly fitted 
dust mask or respirator.

Skin: Wash with soap and water. May cause an allergic skin reaction. In the 
case of skin irritation or allergic reactions see a doctor. Get medical attention 
if irritation develops and persists.

Eye contact: Moderately irritating - wear splash proof goggles to protect 
eyes. Rinse thoroughly with plenty of water for at least 15 minutes, lifting 
lower and upper eyelids.  If easy to do so remove contact lenses.

In case of accident or if you feel unwell, seek medical advice immediately 
(show the label where possible). 

Phone NZ Chemcall Toll free 0800 243 622  
or National Poisons Centre 0800 764 766 

Australia Chemcall Toll free 1800 127 406


